
WaterBUG Auto On/Off Pump
Please read and save these instructions. Read carefully before attempting to assemble, install,
operate or maintain the product described. Protect yourself and others by observing all safety
information. Failure to comply with instructions could result in personal injury and/or property
damage! Retain instructions for future reference.
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Do NOT handle a pump or pump motor with wet hands or when 
standing on wet or damp surface or in water when pump is 
connected to power source.

Do NOT use pump if ANY part is cracked, broken, or missing.

Always disconnect electric supply before attempting to install, 
service, relocate, or perform any maintenance. Failure to do so
could result in fatal electrical shock.

Inspect extension cords for damage before use. Plug into a GFCI outlet. 
Do not use extension cord for permanent installation. Do not bury cord. 
Visually locate cord to prevent damage. Keep plug connection protected 
from contact with water or snow. Plug connection must be kept dry and 
away from moisture. Do not handle plug connector near water. Failure to 
follow these instructions will result in death or serious injury.

WARNING INDICATES A POTENTIALLY HAZARDOUS 
SITUATION WHICH, IF NOT AVOIDED, COULD RESULT IN 
DEATH OR SERIOUS INJURY.

CALIFORNIA PROPOSITION 65

This product can expose you to chemicals, including DEHP, 
which is known to the State of California to cause cancer, birth 
defects and reproductive harm. For more information, go to  
www.P65Warnings.ca.gov. 

Stay alert, watch what you are doing, and use common sense when 
using this pump. Do not attempt to use this pump while tired or under the 
influence of drugs, alcohol or medications. A moment of inattention may 
result in serious personal injury.

Dress properly. Do not wear loose clothing or jewelry. Pull back long 
hair. Keep your hair, clothing, and gloves away from moving parts. Loose 
clothes, jewelry, or long hair can be caught in moving parts.

Do not overreach. Keep proper footing and balance at all times. Proper 
footing and balance enables better control in unexpected situations.

Use safety equipment. Always wear eye protection. Dust mask, non-skid 
safety shoes and hard hat must be used for appropriate conditions.

If using pump to drain a vessel containing heated water, allow time for 
water time to cool to ambient temperature before pumping the water. 
Failure to do so may cause pump failure or property damage and will void 
warranty.

Never cut off grounding prong or use an adapter, this will void warranty.

IMPORTANT SAFETY INFORMATION

DANGER INDICATES AN IMMINENTLY HAZARDOUS 
SITUATION WHICH, IF NOT AVOIDED, WILL RESULT IN 
DEATH OR SERIOUS INJURY. 

If using pump to drain a vessel of water make sure the pump is not used 
while people are in, or in-contact with the water.

Do NOT pump  flammable or explosive fluids such as gasoline,   
fuel oil, kerosene, solvent, thinners, etc. DO NOT use in a  
flammable and/or explosive atmosphere. ONLY pump clear water. 
Improper use could result in death or serious injury, and will void 
warranty.                                                                                                                                          

Electric shock hazard! GFCI receptacles will provide protection against 
line to ground faults only. The ground fault receptacle does NOT limit the 
magnitude of fault current and will NOT prevent electrical shock.

This pump must be plugged into a properly installed, and grounded GFCI 
outlet in accordance with all applicable codes and ordinances. Never 
remove the grounding prong or modify the plug in any way. Do not use any 
adapter plugs. Check with a qualified electrician if you are not sure the 
outlet is grounded. If the pump should electrically malfunction or break 
down, grounding provides a low resistance path to carry electricity away 
from the user.

Before each use inspect pump, power cord and plug for damage. If damage 
is present DO NOT USE pump.

Electrical wiring must be performed by a qualified electrician. Improper 
wiring could result in fatal shock.

Do not abuse cord. Never use the cord to carry or suspend the pump or 
pull the plug from an outlet. Keep cord away from heat, oil, sharp edges, 
or moving parts. Do not bury cord. Visually locate cord to prevent damage. 
Damaged cords increase the risk of electrical shock and will void warranty.

If there is water or moisture on the floor, do not walk on wet area until 
all power is turned off. If the shut-off box is in the basement, call an 
electrician. Failure to follow this warning could result in fatal electrical 
shock.

Risk of electric shock! This pump has NOT been tested for use 
in swimming pool or marine areas. NEVER place pump in pools 
while people are in the water.
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SAFETY SIGNAL WORDS
This manual contains information that is very important to know 
and understand. This information is provided for SAFETY and 
to PREVENT EQUIPMENT PROBLEMS. To help recognize 
this information, observe all safety information labeled danger, 
warning, caution, and notice. 

Scan the QR code or visit www.waynepumps.com for the full manual in English and Español. If you are having trouble scanning the 
QR code, type the following URL into your internet browser to access the manual, www.waynepumps.com/wayne-operating-manuals/
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DESCRIPTION
This portable, fully submersible utility pump is designed for 
automatic use in water and will turn off automatically once the 
pump has pumped water down to 1/16”. This unit is equipped 
with a power cord and has two discharge adapters that can 
be conveniently attached to a garden hose. The Multi-Flow 
Technology makes it easy to remove water from almost 
anywhere.            

UNPACKING
Inspect this unit before it is used. Occasionally, products 
are damaged during shipment. If the pump or components 
are damaged, return the unit to the place of purchase for 
replacement, or call Customer Support (800-237-0987).

Secure the discharge line before starting the pump. Pump could restart 
automatically. An unsecured discharge line MAY whip. Personal injury and/
or property damage COULD result.

When servicing this pump, only identical WAYNE replacement parts should 
be used. Failure to follow these steps may create risk of flooding, property 
damage, fatal electrical shock, or other serious injury.

This unit is NOT designed for use as a sump pump or in sump applications, 
this will void warranty. This unit is NOT designed for use in septic tanks 
or underground vaults to pump raw sewage or effluents. NEVER use in 
hazardous or explosive locations.

To reduce the risk of electric shock, install only on a circuit protected by a 
Ground-Fault-Circuit-Interrupter (GFCI).

CAUTION INDICATES A POTENTIALLY HAZARDOUS 
SITUATION WHICH, IF NOT AVOIDED, MAY RESULT IN 
MINOR OR MODERATE INJURY.

Most electric product-related incidents are caused by failure to observe 
basic safety rules or precautions. WAYNE Water Systems is NOT 
responsible for any bodily injury or property damage that may result from 
operation outside of the normal operating conditions.

This pump has been evaluated for use with water only.

NOTICE INDICATES IMPORTANT INFORMATION, THAT IF 
NOT FOLLOWED, MAY CAUSE DAMAGE TO EQUIPMENT.

This pump is not designed to handle salt water, brine, laundry discharge, 
or any other application which may contain caustic chemicals, highly 
chlorinated water, and/or foreign materials. This pump is not suitable for 
use with aquatic life. Pump damage or failure could occur if used in these 
applications and will void warranty.

When routing the electrical cord protect cord from sharp objects, hot 
surfaces, oils, and chemicals. Do not kink cord, do not use with damaged 
cord.

Do not allow pump to run dry. The shaft seal depends on water for 
lubrication. Operating the pump without water will damage the shaft seal 
and cause pump failure.

When the water level is approaching the minimum pumping limit, the water 
removal rate may slow, and the pump may become noisy. This is due to air 
being drawn into the pump in addition to water. During this time the pump 
may still remove water. 

Service work on this pump must be performed by a qualified repair 
personnel. ONLY use identical WAYNE replacement parts.

Do not suspend pump by discharge pipe. Do not place pump directly on 
clay, gravel, leaves or any loose or sandy surfaces. These surfaces contain 
small stones, sand, or debris that may clog or damage the pump. This 
could result in pump failure causing flooding and property damage.

Use an outdoor rated extension cord of the appropriate gauge when 
necessary. Confirm the current (Amp) rating of the pump and the length of 
the extension cord needed.

Current (Amps) 
rating at 120V

Length of Cord (Feet)
up to 25 up to 50 up to 100

up to 4 18 gauge 18 gauge 16 gauge
up to 6 18 gauge 16 gauge 14 gauge

up to 10 16 gauge 14 gauge 12 gauge

AUTO UTILITY PUMPS ONLY

In small areas a check valve is required to prevent backflow. Without a 
check valve the pump may cycle continuously and potentially wear out the 
pump components.

When temperatures drop below freezing, remove pump from service and 
store indoors to protect pump from damage due to ice.

QUICK START INSTRUCTIONS WWBA

FOR FURTHER INSTRUCTIONS, DOWNLOAD OWNER’S 
MANUAL ONLINE THROUGH THE LINK BELOW OR BY 
SCANNING THE QR CODE.
www.waynepumps.com/wayne-operating-manuals/

READ THIS MANUAL BEFORE USING THIS PRODUCT. FAILURE TO FOLLOW THE INSTRUCTIONS AND SAFETY PRECAUTIONS  
IN THIS MANUAL CAN RESULT IN SERIOUS INJURY OR DEATH. KEEP THIS MANUAL FOR FUTURE REFERENCE.

STEP 3 - REMOVE DISCHARGE CAP

STEP 4 - ATTACH GARDEN HOSE TO DISCHARGE

STEP 5 - PLACE IN WATER

STEP 6 - ALWAYS PLUG INTO GFCI OUTLET

STEP 1 - GET TO KNOW YOUR PUMP

STEP 2 - CHOOSE THE DISCHARGE BEST FOR THE 
APPLICATION 

• TOP DISCHARGE is perfect for water
removal in tight spaces:  tubs, window wells, 
buckets, etc.

• SIDE DISCHARGE is ideal for easy
water removal from flat open surfaces:  
flat roofs, flooded basements, standing 
water in yard, crawl spaces, etc.

Removes water down to 
 1/16 in. of surface,

VIRTUALLY DRY!
 

TWIST

TIP: Unwind and remove all kinks 
and bends in hose for more efficient 
pumping and priming.

Requires 1 in. of water 

 

to start pumping.

NOTE: Check/tighten 
unused discharge cap
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• WARNING DECAL

-OR- -OR- 

• POWER CORD

TOP DISCHARGE• 

• 

SIDE DISCHARGE

• CORD WRAP
• CORD CLIP

• HANG LOOP

AUTO SWITCH             

• 
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SPECIFICATIONS

POWER SUPPLY REQUIREMENTS 120 V, 60 Hz

MOTOR                                              Single Phase, Dielectric Oil Filled

HORSEPOWER    1/6 HP

CIRCUIT REQUREMENT   15 A (minimum)

RUNNING AMPS    2.5 A

CONSTRUCTION

MOTOR HOUSING Thermoplastic

MOTOR SHAFT Stainless Steel

IMPELLER Thermoplastic

PUMP DISCHARGE (2) 3/4 in. Hose Fittings

       PERFORMANCE

Model HP Discharge Head 0 ft. 5 ft. 10ft. 15 ft. 20 ft. 25 ft.

WWBA 1/6 Gal/hr 1350 1190 1010 815 600 360
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PUMP OPERATION

 1. 	 Inspect the pump housing, switch housing, power cord, 
and plug for damage or leaks. If the plug is missing the 
grounding prong, or the cord is damaged, do not use the 
pump. If the pump or switch housing is damaged do not 
use the pump.

 2. 	 The water level must be at least 1 inch deep for the pump 
to automatically turn on.

 3. 	 This pump has been designed to attach to a standard 
garden hose. Thread the female end of the garden hose to 
either discharge on the pump. Make sure the discharge not 
being used is securely sealed using the attached screw-on 
cap (if unused discharge is not capped, water will not be 
pumped through the garden hose).

 4. 	 To reduce leakage between the pump and the hose, place 
a hose washer (not included) on the garden hose before 
attaching to the pump.

5.    For best pump performance, unwind the hose before 
starting the pump. This will help remove any kinks or binds 
in the hose and allow the unit to pump with less restriction.

6.    Place pump on a hard surface in the water. Do not set  the 
pump directly on mud or sand surfaces. This will cause the 
inlet screen to clog. For best results clean an area on the 
hard surface for the pump to sit while working. Setting the 
pump directly on a loose/dirty surface will not allow the filter 
features to work to their full extent.   

NOTE: A flat object such as a piece of hardwood or rigid 	
plastic (e.g. 5 gallon bucket lid) can be placed under the 
pump if no clean hard surface can be found. However, this 
will raise the pump, which will increase both the priming 
level, and the amount of water left behind. 

7. 	 Always know where your discharge hose is placed. An 
unsecured discharge hose may move or whip when the 
pump is turned on.

8. 	 Plug the pump into a properly grounded 120 volt 
GFCI protected outlet. A priming delay of 2 seconds is 
programmed into the control to allow time for air to escape 
from the pumping chamber. If the water level is greater 
than 1/2 inch the pump will start immediately after the 2 
second delay. For water level less than 1/2 inch refer to the 
MANUAL OVERRIDE section.

9. 	 The pump will remove water down to approximately 1/16 
inch of the surface the pump was placed on. For the pump 
to remove water as low as possible the pump must be on a 
level surface.

10.	 The pump will turn on again when the water level reaches 1 
inch.

INLET SCREEN AND IMPELLER CLEANING

1. 	 Unplug pump from power source.
2. 	 Remove the 6 screws on the inlet screen, shown in Figure A, 

do NOT remove the 5 outer screws.
3. 	 Remove inlet screen and clean. Do not take off impeller, but 

clean inside and around.
4. 	 Reposition cork gasket using alignment cutout shown in Figure 

A. Ensure integrity of gasket to to allow full seal. If gasket is 
damaged, proper seal is not possible and it will need to be 
replaced.

5. 	 Reinstall inlet screen, using caution not to overtighten or strip 
screws or bosses.

IMPELLER

CORRECT ALIGNMENT
OF CORK GASKET

Figure A

AUTO UTILITY PUMPS ONLY

The shaft seal depends on water for lubrication. Overriding this pump 
feature can cause the pump to run dry and may damage the shaft seal and 
cause pump failure and void warranty. Do NOT run pump dry, once pump 
has stopped moving water, disconnect power.

MAINTENANCE

NOTE: Minimal service is required for this pump. The motor housing 
of the pump is completely sealed and requires no internal service or 
lubrication. Inspect pump inlet at the beginning of each use. Periodic 
cleaning is required to maintain performance of the pump.
Follow the steps listed below:
1.	� Disconnect pump from power source.
2. 	 Remove debris collected around the inlet screen and underside 	
	 of the pump. Refer to INLET SCREEN AND IMPELLER 		
	 CLEANING section.
3.   Remove debris collected around the switch housing. Refer to 	
	 SWITCH HOUSING CLEANING section.

DO NOT REMOVE
5 OUTER SCREWS

INLET SCREEN 6 SCREWS

MANUAL OVERRIDE

This pump is capable of priming when the water level is at least 3/16 
inch deep. When the water level depth is greater than 3/16 inch but 
less than 1/2 inch, removing the float from the switch housing (refer 
to Figure B and Figure C below for float location) will enable the 
pump to run continuously when powered. Unplug the pump before 
removing the float. Unplug the pump when water is no longer being 
moved. Do not run the pump dry for an extended period of time.



OPERATING INSTRUCTIONS AND PARTS MANUAL

6www.waynepumps.com

TROUBLESHOOTING

1.	 To verify pump is operating correctly follow the steps below:
	 a.	 Disconnect pump from power source.
	 b.	� Follow maintenance cleaning steps.
	 c.	� Set pump upright on a level surface.
	 d.	� Plug power cord into a grounded 120 Volt GFCI power 

outlet. The pump should take approximately 2 seconds to 
turn on, run for 2 seconds, then automatically turn off.

NOTE: If pump does not turn on/off as indicated in step 1d follow 
switch housing cleaning steps.
2.	� Verify pumping height does NOT exceed 25 feet (See Figure 

D). If pumping height is too high, the pump will not move 
water.

3.	� For Auto on, verify water depth is a minimum of 1 inch.
4.	� For pump prime, verify water depth is a minimum of 3/16 inch.

SWITCH HOUSE CLEANING

1. 	 Unplug pump from power source.
2. 	 Remove 1 screw from switch, shown in Figure B.
3. 	 Flip switch upside down to take float out.
4. 	 Use a Q-Tip or wipe to clean the inside of switch housing, as 

well as the float.
5. 	 Insert float back into housing, ensure correct alignment, shown 

in Figure C.
6. 	 Tighten screw through cover and switch housing before placing 

on pump.
7. 	 Clip and screw switch onto pump housing.
8. 	 Verify pump is working before service. Place pump on flat 

surface and plug in. The pump should take approximately 2 
seconds to turn on, run for 2 seconds, then automatically turn 
off. If the pump does not turn off, recheck inside float alignment 
shown in Figure C.

Figure B

Figure C

ENSURE
CORRECT 
ALIGNMENT

Figure D

25'

SWITCH
HOUSINGCOVER1 SCREW

FLOAT
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TROUBLESHOOTING CHART

Symptom Possible Cause(s) Corrective Action
Pump will not start 
or run

1.	 Tripped home electrical breaker
2.	 GFCI tripped
3.	 Low supply voltage
4.	 Defective motor
5.	 Stuck float
6.	 Impeller obstructed
7.	 Inlet clogged
8.  Pump is sitting uneven

1.		 Reset breaker
2.		 Check for damaged wiring or moisture
3.		 Contact electrician
4.		 Replace pump
5.		 Clean float switch 
6.		 Remove inlet screen and check for debris; clean
7.		 Follow maintenance cleaning steps 
8.   Reposition pump so pump is upright and level

Pump starts and 
stops too often

1.	 Backflow of water from piping
2.	 Pump is sitting uneven

1.		 Install check valve 
2.   Reposition pump so pump is upright and level

Pump will not 
shut off or runs 
continuously

1.	 Stuck float
2.	 Discharge height exceeds capability
3.  Pump is sitting uneven

1.	 Clean float switch
2.		 Reduce discharge height
3.   Reposition pump so pump is upright and level

Pump operates 
but delivers little or 
no water

1.	 Impeller obstructed
2.	 Obstructed hose
3.	 Discharge height exceeds capability
4.  Inlet clogged
5.  Damaged gasket

1.			 Remove inlet screen and check for debris; clean
2.		 Check for kinks, reposition hose or check for debris
3.		 Reduce discharge height
4. 			 Follow maintenance cleaning steps
5. 		 Replace gasket
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LIMITED WARRANTY

This Limited Warranty can also be found online at www.waynepumps.com and in the documentation we provide with the Product.
WHAT DOES THIS WARRANTY COVER?
This Limited Warranty covers defects in materials and workmanship of Wayne WaterBUG Auto (WWBA) (a “Product”) manufactured by Wayne 
Water Systems, Inc. (“we”) for the Warranty Period as defined below.
WHO MAY USE THIS WARRANTY?
This Limited Warranty is extended only to the consumer who originally purchased the Product (“you”). It does not extend to any subsequent owner or 
other transferee of the Product.
HOW LONG DOES THE COVERAGE LAST?
This Limited Warranty starts on the date of your purchase and lasts for one year; however, if you cannot establish proof of purchase from an 
authorized dealer in the form of a sales receipt or other documents that establish proof purchase from an authorized dealer (“Proof of Purchase”), 
then this Limited Warranty will start on the date the Product was manufactured and lasts one year (the “Warranty Period”). The Warranty Period is 
not extended if we repair or replace the Product.
We limit the duration and remedies of all implied warranties, including without limitation the warranties of merchantability and fitness for a particular 
purpose to the duration of the Warranty Period.  Some states do not allow limitations on how long an implied warranty lasts so this limitation may not 
apply to you.
WHAT ARE YOUR REMEDIES?
With respect to any defective Product during the Warranty Period, we will repair or replace such Product (or the defective part) free of charge. We 
will also pay for shipping fees to return the repaired or replacement Product to you.
WHAT DOES THIS WARRANTY NOT COVER?
This Limited Warranty does not cover any damage arising from (a) external causes such as accident, abuse, misuse, neglect, or other events 
beyond our reasonable control, (b) improper installation, improper maintenance, improper use, or failure to follow the Product instructions, (c) 
modifications, or (d) normal wear and tear.
The remedies described in this Limited Warranty above are your sole and exclusive remedies for any breach of this Limited Warranty.  Also, 
consequential and incidental damages are not recoverable under this Limited Warranty. Some states do not allow the exclusion or limitation of 
incidental or consequential damages so the above limitation or exclusion may not apply to you. 
HOW DO YOU OBTAIN WARRANTY SERVICE?
To obtain warranty service, you must call 1-800-237-0987 during the Warranty Period to obtain a Return Authorization Number (“RAN”) and 
instructions to return the Product to us or an authorized dealer.  Be prepared to provide the Product’s model number and serial number and Proof of 
Purchase. No warranty service will be provided without an RAN. You will be responsible for all shipping fees required to deliver the Product to us or 
our authorized dealer.  
HOW DOES STATE LAW APPLY?
This Limited Warranty gives you specific legal rights, and you may also have other rights which vary from state to state.

DO NOT MAIL THIS FORM TO Wayne Water Systems. Use this form only to maintain your records.
MODEL NO._____________________  SERIAL NO._________________________ INSTALLATION DATE ___________________ 
__________________________


